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RN W26 URHEAT IR 2 A AR RS

Part Number: MK-259R2G1DY common cathode Rev:10
M Absolute Maximum Rating
ltem Symbol | Absolute Maximum Rating Unit
Forward Current lF 20 mA
Peak Forward Current* lFp 120 mA
Reverse Voltage VR o \%
Power Dissipation Po 70 mwW
Electrostatic discharge Esp 400 \
Operation Temperature Topr -25°+80
Storage Temperature Tstg -40<>+80
Lead Soldering Temperature* | Tsol Max. 230°C for 5sec Max.

*Ire Conditions: Pulse Width<<10msec duty<<1/10

B Typical Optical/ Electrical Characteristics

ltem Symb | Condition | Min. Typ. | Max. | Unit
ol

Forward Voltage VE IF=20mA 1.9 - 2.3 V
Reverse Current IR Vr=5V - - o uA
50% Power Angle 201/2 | IrF=20mA - 130 —- | deg
Luminous Intensity lv I[F=20mA 150 - 300 | mcd
NM e | I=20mA S0 2o nm
Recommend Forward Current | IF(rec) -- 15 20 mA

Notes:

1.Absolute maximum ratings Ta=25"C.

2.Tolerance of measurement of forward voltage =0.1V.
3.Tolerance of measurement of peak Wavelength ==2.0nm.
4. Tolerance of measurement of luminous intensity =15%.
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RN W26 URHEAT IR 2 A AR RS

PartNumber:MK-259R2G1DY common cathode

Rev:10

B Package Dimensions And Materials
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Chip
Material Emitting Color Lens Color
INGaALP RED&GREEN Diffused

Notes:

1. All dimension units are millimeters.

2. All dimension tolerance is =0.2mm unless otherwise noted.
3. An epoxy meniscus may extend about 1.5mm down the leads.
4. Burr around bottom of epoxy may be 0.5mm max..
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