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;RGHS Compliant

*SPECIFICATION* i i
CUSTOMER : INCOMP INTERNATIONAL LTD. APPROVED BY
CUS. PART NO.
COILS PART NO. : RB42906206
DATE : 2010/08/26
1. MATERIALS , WINDING
CORE EHF60 {or equivalent) BASE PHENOLIC
TURNS (1-2) i6 Ts
(Ref) (4-3) 16 Ts WIRE 0. 23 mm (ZUEW)
2. DIMENSIONS (UNIT : mm)
64max, 7.5max.
%
3
A
-
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5
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3. CONNECTION (BOTTOM) TESTING METHOD

e YY Y Y 2

4o XV XY _¢3

52|4@ITT-03 HP-4291B

4. CHARACTERISTICS

y TESTING  [MEASUREMENT
ITEM SPEC. CONDITIONS | INSTRUMENTS
INDUCTANCE 81% 80 1 H+35% 1kHZ/SmA HP-4284A
Rde 03 70m() Max. at 25°C HP-34420A
TMPEDANCE (1.32.3) 3000 Typ. _ T00MHzZ TIP-4391B
RATED CURRENT  (1-4) 1.0A Max. Asﬁgﬁ%% HhEaoa2a
5. REMARKS:

* INSULATION RESISTANCE: MORE THAN 10M Q2/DC100V BETWEEN WINDING AND WINDING
* DIELECTRIC STRENGTH: NO ABNORMALITY WHEN APPLY DC 250V/1mA

BETWEEN WINDING AND WINDING FOR 1 MINUTE.
* RATED VOLTAGE:50V
* LEAD WILL BE PRESENT IN THE FERRITE CORE OF THE FRIT MATRIX IN THE COMPONENT.
THIS USE, IS EXEMPT FROM RoHS LEGISLATION PER THE ANNEX (ITEM 7), WHICH REFERS TO
“LEAD IN ELECTRONIC CERAMIC PART”.
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RoHS8 Compliant

] gy o |
*SPECIFICATION* | bR
CUSTOMER INCOMP INTERNATIONAL LTD. APPROVED BY
CUS. PART NO.
COILS PART NO. RB42906206
DATE 2010/08/26
6. CONSTRUCTION
7. MATERIAL LIST
UL
No.| PARTS MATERIAL MANUFACTURE COUNTRY OF) o [rLamE| TEMP
ORIGIN CLASS
CLASS
FERRITE CORE
(D ICORE EHF60 ?Eﬁﬁgﬁggggﬁo LTD CHINA NA NA NA
OR EQUIVALENT : S
PACIFIC-THAI ELECTRIC WIRE
& C ABEE o LTDC THAILAND |E142108| NA | 130C
POLYURETHANE A, LD
@ |WIRE ENAMELLED JUNG SHING WIRE CO., LTD. T%{\I&*; E174837| NA | 130T
COPPER WIRE
TA YA ELECTRIC WIRE FACTORY CHINA |E197768| NA | 130C
PHENOLIC
@ [BASE (PM9820) SUMITOMO BAKELITE CO., LTD. JAPAN | E41420 | 94v0 | 150°C
OR EQUIVALENT :
A
$n99 3-Cud.7 ALPHA METALS LTD. CHIN NA NA NA
@ |SOLDER |p EQUIVALENT HONG RONG
YUNNAN TIN CORPORATION LTD. CHINA NA | NA NA
HCP WELL FORE SPECIAL
© |LEADPIN | o EQUIVALENT |WIRE CORPORATION CHINA NA NA NA
BO-RONG SPECIALITY CHEMICAL
CHINA NA NA NA
coxtg [EPOXY (AQUA)  |(HUI ZHOU) CO., LTD.
R EQUIVALENT
OR EQU ggsxggG C OMPOUND MATERIAL CHINA NA NA NA

* NA: NOT APPLICABLE.
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RoHS Compliant

*SPECIFICATION* FRERAD
CUSTOMER INCOMP INTERNATIONAL LTD. APPROVED BY
CUS. PART NO.
COILS PART NO. : RB42906206
DATE 2010/08/26
8. FREQUENCY Vs IMPEDANCE (TYPICAL VALUE).
TESTING INSTRUMENT : (HP-4291B).
CH1 |ZI T8 5 kg, 198 g . 388.44 o
S T N : .

Celue

COR |.---
CHP

gsSC_ 580 mV

EIAS OFF

START 1 MHz STOP 1 GHz

N STIMULUS VAL

c 1 HHi= 380.44 Q
1 10 MHz 2.1882 kR
2 25 NHz- 3.7011 kQ
3 50 HMH=z 2.9006 kQ
4 100 WHz 1.4388 k%
5 150 MHz 947.38 &
6 200 MH= 703.39 Q@
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ELECTRICAL ‘CHARACTERISTIC INSPECTION REPORT

2010-8-26
- CUST.P/N:
CUSTOMER: INCOMP INTERNATIONAL LTD.
CEC. P/N : RB42906206
L(uH) |Rdc (mQ)| | Z | (kQ)|msuration resisTance|HI-POT (DC)| RATED CURRENT(A)
ITEM (1-2) & (4-3) (1,H)-(2.3) WINDING - WINDING (1-4) I(AT=40 C)
SPEC. 80.0:+35% 80 Max. 1.3 Typ. 10MQ Min. 250V / 1Minute. 1.0 Max.
(52 ~ 108) .
1 72.3 65.1 1.14 PASS PASS 1.25
2 71.1 59.5 1.12 PASS PASS
3 75.0 63.5 1.09 PASS PASS
4 72.9 64.5 1.14 PASS PASS
5 74.0 59.6 1.12 PASS PASS
Max . 75.0 65.1 1.14
Min . 71.1 59.5 1.09
R 3.90 5.60 0.05
X 73.06 62.44 1.122
. Iiig[lj ?I\(I}CY 1kHz / 5mA 100MHz DC100V 50Hz / ImA SHORT 2,3
TESTING DIAGRAM :
[ ]
I
1.=3/5/10(mm}
] o
L=10(mm)
TESTING INSTRUMENT :
:1. QMETER [ IMQ-1601 7. IMPEDANCE ANALYZER [ HP-4191A
2.L.C.R. METER [1LCR-745 L/ HP-4291B
[1P-4284A [ 1 HP-4395A
(] [P-4285A 1 HP-4294A
L1 HP-4262A 8. BIAS CURRENT SOURCE [ |HP-42841A
3.L.C.Z. METER [ 1HP-4277A 9. MICRO-OHM METER (] KEITHLEY 580
4. MULTIMETER M ITP-34420A M HP-34420A
5.DC POWER SUPPLY METER M TIP-E3632A 10. NETWORK ANALYZER [ ] HP-8753C
6. THEROMETER __ TES1310 11. DIELECTRIC ANALYZER M ZT-9053
TESTING CONDITION : APPROVED | CHECKED | TESTED
' TEMPERATURE : 28.6 C
oD
i 100826
[HUMIDITY 42 Y% EF
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PACKAGE SPECIFICATION

CUSTOMER : INCOMP INTERNATIONAL LTD. COILS P/N.
CUS. PIN :

- RB42906200
DATE - 2010/08/26

Dimensions (Ret.) : mm

100 Pes/Unit LABEL 1
o K/ Fr

R, oAk
CONLE BELBECTRONEE 0, L LT,

9 Tone
Tiegociption
S0 N,
RS
ooty B
Lot Noo
WA KB35
' 10 Units/Bundle Total 1,000 ¥es LAREL, 2
10 7 4L 1,000 %
LAEEL 1
C/No. :
TOTAL (N :
MADE IN CHINA
LAPEL 5
LOT NO.
3. Carton (OILS P/N
A #H P/O#:
10 Bundles/Carton Total 10,000 Pcs (‘ust. P/N:
10 . /7 4 10,000 F OTY -
LAPEL 2 LABEL . LAREL 4 o
/ [LABEL 4
X - : 45mm
N o | 4
; : RoHS Jifr
\ 0 ARy
YACOOO0OORWH
, $ “
| 522 ;
* Above ditnensions are the inner dimensions of carton., APPROVAL DESIGN
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